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Abstract

Transition-metaldoped zinc chalcogenide crystals have
recently been investigated as potential mid-lR lasers (L.
D. DeLoach et al., IEEE J. Quantum Electron.,
accepted for publication.) Tetrahedrally-coordinated
02+ ions are especially attractive as lasants on aeeount
of high luminescence quantum yields for emission in
the 2000-3000 nm range. ‘E radiative lifetimes and
emission cross seetions are respectively -10 pscc and
-10-18 cm2. The associated absorption band peaked at
-1800 nm enables laser-diode pumping of the Cr2+
systems. Laser demonstrations with ZnS:Cr and
ZnSe:Cr (using a MgF2:Co2+ laser pump source) gave
slope efficiencies up to 30%. Excited-state-absorption
losses appear small, and passive losses dominate.
Tuning experiments with a birefringent filter evidence a
tuning range covering at least 2280-2530 nm. Cr-
doped laser samples can be produced by Bridgman
growth, seeded physical vapor transport, or diffusion
doping.
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Introduction
Laser light sources continuously tunable in the near IR
spectral range have been readily available for several
years now, and commercially-produced laser systems
routinely deliver Watt-level, near-diffraction-limited
beams with narrow Iinewidths and accurately-
controlled wavelengths. Examples of high-performance
solid-state laser systems include Ti:sapphire, [l ] ,
alexandrine, [2] and Cr:LiSAF[3] This level of
development has not yet been achieved in the mid-IR,
“molecular fingerprint” region of 2- 10 ~m (although
the MgF2:Co2+ laser[4] has been tuned out to 2.5 pm.)

Presently-available coherent mid-IR sources include
lead-salt diode lasers, which produce milliwatt powers
and require cryogenic techniques; some rare-earth-ion
lasers, whose tunability is limited; and nonlinear-optical
devices like Raman shifters, frequency mixers and
OPOS (optical parametric oscillators.) The latter class
offers the widest tunability, but may require injection- -
seeding with one or more short-wavelength lasers to
obtain good wavelength stability, Iinewidth, and output
mode quality. In spite of rapidly-occurring
improvements in materials’ properties and phase-
matching techniques, the nonlinear-optical schemes
remain too complex for many applications.

The fundamental reason for the lack of tunable
solid-state mid-IR lasers is the paucity of known
materials luminescent in that region; the usual
explanation for the “long-wavelength cutoff’ in the
luminescence is the rapid onset of radiationless deeay
associated with MPE (multi-phonon emission.). [5] As
the electronic transition “energy gap” declines with
increasing emission wavelength, the MPE rate
overtakes and ultimately overwhelms the radiative
transition rate, quenching the luminescence. Naturally,
when solid-state host: dopant systems are considered,
the long-wavelength emission properties depend
crucially on the choices of host and dopant. Reeently
we undertook a spectroscopic study to search for
potential laser materials for the 2-5 pm range. Here
we report our success in finding a new class of tunable
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mid-IR lasers--Cr2+ ions in II-VI hosts (e.g. ZnS and
ZnSe) This class of lasers shows potential for high
slope et%ciency, use of long-wavelength laser diodes as
pump sources, and coverage of most of the 2-3 ~m
range.

Materials selection and threshold prediction
A key criterion employed in the selection of candidate
iaser materials is tile existence of luminescence at the
desired operating temperature. Our interest in
transition-metal doped II-VI compounds was aroused



by reports of IR luminescence in crystals doped with
Cr, Co, Ni, and Fe.[6] Technologically, these dopants
were regarded as undesired impurities that acted as
luminescence “killers” in visible-emitting phosphors.
Scientifically, highly-resolved absorption spectra
(usually obtained at low temperature) provided data for
tests of crystal-field theories. To our knowledge based
on the scientific literature, the potential for laser action
went unrecognized in spite of the 3-decade history of
spectroscopic research. Our recent spectroscopic
characterization foeused on properties relevant to laser
performance--absorption and emission cross sections,
emission lifetimes, and emission quantum yields. Most
of the measurements were made at room temperature,
without regard to spectroscopic fine structure or
detailed spectral assignments. The paper[7] made a
brief mention of our demonstration of laser action in
ZnS:Cr, which opened the door to further consideration
of these types of materials for laser applications.

As a class, the transition-metal doped II-VI
compounds (henceforth ll-VI:TM*+ ) possess several
important features that distinguish them from better-
known oxide- and fluoride-host laser crystals. First is
the existence of many chemically-stable divalent TM
dopant ions, which substitute (in the zinc
chalcogenides) for the Zn2+ host ions, with no need for
compensation and little disturbance of the host crystal
structure. Chromium is generally incorporated in
trivalent or tetravalent forms in oxide and fluoride
crystals.

An additional feature of the II-VI crystals is their
tendency to crystallize in the wurtzite and sphalerite
structures, [8] which are tetrahedrally-coordinated. As
opposed to the typical octahedral coordination at the
dopant site, tetrahedral coordination gives smaller
crystal-field splittings (nominally by a factor of 4/9), [9]
placing the dopant transitions further into the IR. And
the strong non-centrosymmetric static component of the
crystal field (absent in octahedral symmetry) increases
the 3dn intra-shell transition dipole moments by
enhancing 3d - 4p configuration mixing. This has the
benefit of increasing the radiative transition rate with
respect to radiationless decay, improving the emission
quantum yield. A similar benefit is afforded to
C@:Zn2Si04 (Willemite,) where tetravalent
chromium is known to occupy 4-coordinated sites.[10]
Here, the low-temperature (presumably radiative)
lifetime is only 11 ~sec, one of the shortest known
radiative lifetimes of any transition-metal dopant in an
insulating host.

The low phonon frequencies of heavy-ion host
materials give rise to IR transparency, such that low-
Ioss windows, lenses, etc. for high-power 10.6 ~m
operation are conveniently fabricated from and ZnSe
and other II-VI compounds. And as the “energy gap
law” tells US,[5] the MPE rate for a given gap is reduced
as the phonon frequency is lowered. So, the tendency
for luminescence quenching is reduced on this

account as well.
Samples of TM - doped II-VI compounds were

provided by Eagle-Picher,[ 11] who used a modified
vertical Bridgman growth technique to produce - 1 cm
- size ingots. Typical dopant concentrations were in the
range of -0.01 -0.1 atomic percent, and the midoint of
this range corresponds to a number density of - 1019
cm-3. For spectroscopic and laser experiments, the
ingots were sliced into slabs 1 - 2 mm thick and
polished.
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Figure 1. (a) Absorption and emission cross sections of
the ‘E - 5T2 transition of Cr2+ in ZnSe, showing the
broad absorption peaking near 1800 nm and broad
emission band largely free of self-absorption. The inset
shows how the relevant levels are created by the
tetrahedral crystal-field splitting of the free-ion 5D
level. No other quintet levels are expected to occur for
~2+. (b) Temperature-dependent luminescence
emission lifetime, showing that quenching is not
important below -350 K.

Spectroscopic properties of Cr2+, Ni2+, CO*+, and
E*+ in various hosts are discussed in Ref. 7, and
Figure 1 recalls some of the salient results for the
ZnSe:Cr2+ system. (The optical properties for
ZnS:Cr2+ and ZnTe:Cr2+ are quite similar.) Part (a)
shows the background-subtracted absorption and
emission spectra associated with the 5E - 5T2 (e1r3 -
&’t2 ) transitional 2] (see inset) of a 3d4 513 free ion
placed in a tetrahedral field.[ 13] The strong absorption
band peaked near 1800 nm is suitable for pumping with



strained-layer InGaAsP diode 1asers,[14] so there are
good pros ects for eventually building a diode-pumped

%tunable Cr + laser. Peak abso tion and emission cross
!!sections are -80 x 10-20 cm , rather large by solid-

state-laser standards. The Stokes shift between
absorption and emission bands is over 1000 cm-1, and
this provides a wide emission window (from -2200-
3000+ nm) in which there is little self-absorption.
Therefore, this system would be classified as a “four-
level laser” because ground-state depletion is not
required to give net gain. Since all the higher-lying
excited states of Cr2+ are triplets and singlets, there are
no quintet spin levels above the ‘D level, and there is
no terminus for spin-allowed excited-state absorption
(ESA) transitions from the 5E level. Thus ESA, which
can lead to pump-induced loss and is frequently a
serious problem in transition-metal lasers,[ 15] is not
expected to present a problem.

Figure 1(b) shows the emission lifetime vs
temperature. It is seen that the lifetime increases
gradually with temperature until -300 K, and the
thermally-activated radiationless decay remains
unimportant below 350 K, which is well above room
temperature. We conclude that the room-temperature
lifetime is governed mainly by the radiative rate, and
that the emission quantum yield is near unity. This is a
crucial and unique feature of this host: dopant system.

Taken together, all the spectroscopic properties
bode well for efficient laser operation. Before
predicting the laser threshold, it is useful first to work
out the extraction saturation fluence Fsat = h V/G and
intensity Isat = h V/~. The peak emission wavelength
of 2350 nm corresponds to a photon energy h v of 8.5 x
10-20 joule. Peak emission cross section o and lifetime
z are respectively 80 x 10-20 cm 2 and 8 psec, so Fsat =
0.11 J cm-2 and Isat = 13 kW cm-2. These numbers set
the scale for the circulating intensity and fluence to be
expected in a working laser. To estimate the laser
threshold, we use the formula

pulnpi~T
EPW = ;:(a);+ CO:)(C+ L)

1– exp(-TPUP /~ 1
(1)

adapted from Moulton[ 16] for a stable cavity with
pump and signal waist sizes r.oPand @~, respectively.
For this calculation the cavity mirrors have radius of
curvature 20 cm, and are arranged in a confocal
situation (with cavity length D = 20 cm) so that the
signal waist is calculated as[17] WI= JLD / 2X = 274~m.
The total loss per round trip C + L, including out-
coupling C and passive losses L (surface reflections,
scatter, etc.) is set to 0.2. A key assumption is that the
pump pulse duration TPumP is long compared with the
laser upper-level lifetime ‘t (only approximately correct
in the experiments described below.) When the pump
and signal spot sizes are equal, Eq. (1) can be simplified
to

‘o T”mp DC+L)4CTT’(Ep(th)=-~
(2)

Inserting the values given above for the test cavity
dimensions and Cr2+ spectroscopic parameters, and
taking T ~ ~ ~ = 40 p sec (appropriate for the
MgF~CoY+ pump laser,) we find EP(th)= 0.50 mj,
suggesting that threshold is readily attainable.

==1==1––––’”–
Figure 2. Experimental setup for testing Cr2+ lasers.
The test crystal is a thin, uncoated slab with parallel -
faces near the center of a confocal cavity. A
M gF2: C02+ laser provides pump pulses whose
wavelength is monitored with a monochromator. The
variable attenuator and pyroelectric detectors
(interfaced to a personal computer) facilitate the
collection of slope-efficiency data.

Threshold and slope efficiency measurements
Our setup for testing laser properties of ZnSe:Cr2+
crystals is shown in Figure 2. Test crystals were placed
at the center of a confocal resonator whose dielectric-
coated mirrors had 20 cm radii of curvature. Coatings
were centered at -2350 nm, and covered the 2200 -
2520 nm range. A high-reflector mirror (nominally
99.8%) served as the pump input coupler, and the
output coupler was either another high-reflector or a
92.5% reflector. The crystals were formed as 1-2 mm
slabs, whose large faces were polished parallel so that
&talon transmission peaks would obviate the need for
anti-reflection coating. The pump light was focused
into the cavity with a 10-cm focal-length lens, and a
CaF2 lens at the output of the laser imaged the cavity
waist onto a Molectron model J3-09 pyroelectric
joulemeter. Long- and short-pass filters allowed
selective detection of both the pump and output beams.

Pump light was furnished by a Schwartz Electro-
Optics model 1725 MgF2:Co2+ laser running at a
repetition rate of 10 Hz. Pulse energies up to 10 mj
were used, and the operating wavelengths of 1860 and
1894 nm were chosen for stable laser operation, high
transmission through the pump input mirror, and good
atmospheric transmission. Upon collimation with a 2 m
focal-length lens, the pump spot was several mm in
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diameter at the Cr2+ laser input coupler. A
monochromator was used to check the pump
wavelength, a graded metallic-coated neutral-density
wheel allowed variation of the pump intensity, and a
beam sampler provided a pump energy reference via a
Mokctron J3-05 pyroelectric joulemeter. A Molectron
JD-2000 joulemeter interface and IBM PS-2 computer
were used to obtain input and output pulse energies on a
shot-by-shot basis, for eventual plotting and
construction of slope-efficiency curves.

Slope-efficiency data for a ZnSe:Cr2+ laser using
two different output couplers are shown in Figure 3.
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Figure 3. Slope-efficiency data for a Bridgman-grown
ZnSe:Cr2+ crystal, obtained with (a) a 7.5% -
transmitting output coupler and (b) 0.2% - transmitting
“high reflectors” at both ends of the cavity. Analysis of
this data shows that passive losses are significantly
greater than 109. per round trip, and that the excited-
state absorption cross section is small compared with
the stimulated-emission cross section.

The curvature in the plots in the low-output-energy
regions is probably due to the test crystal’s
accumulation of energy (without lasing) during the
initial sub-pulses of a pump envelope, and subsequent
lasing on the final pulses. As the pump energy is
increased, lasing on all sub-pulses occurs and the output
pulse shape no longer varies with pump energy, giving
a straight-line dependence. The thresholds presented
here were obtained with straight-line extrapolations
from the high-energy portion of the data. Calibration of
the pump-energy scale for the fraction FA of pump
light actually absorbed was necessary, since the crystal
had optical density 0.59 at the 1894 nm pump

wavelength. This was accomplished with the
formula[18]

~A = (l-RF)(I-TC)

l–RFTC (3)

Tc is the crystal internal transmittance of 10~.59 =
0.257 and RF is the crystal Fresnel reflectivity of 0.177
corresponding to a ZnSe refractive index of 2.45.
Retro-reflection of the pump light at the output coupler
is neglezted. Overall, 64% of the incident pump light is
absorbed.

With the 7.5% - transmitting output coupler, an
energy slope efficiency of 22.6% was obtained (and
correcting for the undetected light transmitted through
the input coupler, this becomes 23 .2Y0.) The
extrapolated threshold energy of 0.64 mj is evidently
close to the 0.50 mj value estimated above. If out-
coupling were the dominant cavity loss, installation of a
high-reflector output coupler would decrease the
threshold substantially. Fig. 3(b) shows how the
threshold declines only slightly, to 0.50 mj, while
the slope efficiency drops to 1.0% (for each of the
output beams, giving a total of 2.0%.) A threshold
measurement with a BaF2 plate in the cavity (for an
overall out-coupling of 1470) gave a value of 0.87 mj. -
These measurements are summarized in Table I.

Table I. Pump threshold energy and slope etliciency
vs. cavity mirror reflectivity for ZnSe:Cr crystal
12381 (Bridgman growth)

R (~0~ Ei fmi) Tl( %)

99.6 0.50 2.0
92.3 0.64 23.2
86 0.87 ----

A Findlay-Clay analysis[ 19] of this data can be
performed with a fit of the form

E t _l+ In(l/R)—_

‘to 2f?n(l/T)
(4)

where E t is the observed threshold with mirror
reflectivity R and E t o is the threshold with no
deliberate output coupling. It gives a round-trip crystal
passive loss L of 18?to, or a one-way transmittance T (at
the laser wavelength) of 0.91.

While the knowledge of the passive losses is
important, an understanding of the “active” (pump-
induced, or excited-state) losses is also crucial for
eventual optimization of a laser design. Whereas
passive losses can often be reduced by growth of
scatter-free crystals and elimination of impurities in
starting materials, excited-state-absorption losses are
intrinsic to the electronic-transition structure of the
laser material and cannot be eliminated. The theoretical
maximum slope efficiency rIO = Lp / ~ corresponds to
one-for-one photon conversion from pump to signal,
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with ~ and A o being the pump and output
wavelengths. Here qO -0.81. When ESA is present,
the limiting conversion efficiency is reduced to

(5)

A “Caird plot’’[l8] of inverse slope ef%ciency q-l us,
inverse output coupling cl allows extraction of qO
via the relation

m‘-1= q~-l(l + L/C) (6)

This fit to the data in Table I gives a round-trip 10SSL
of 0.11 + 0.05-0.03, to be compared with L = 0.18
from the Findlay - Clay analysis. These two values are
in rough agreement, and represent passive losses that
dominate the out-coupling by roughly a factor 0:2.
The Caird plot gives an intrinsic slope efficiency Ilo of
0.56 + 0.16 - 0.10. Although there is substantial
uncertainty in this first measurement of qo , it shows
that CrESA is much smaller than 6, the emission cross
section. This is consistent with the expectation based
on Tanabe-Sugano diagrams that ESA is absent.
Therefore, it should be possible to produce highly-
efficient ZnSe:Cr 2+ lasers.

Tuning experiments
With no tuning elements in the laser cavity, both the
ZnS:Cr2+ and ZnSe:Cr2 + lasers operated at the
emission peak of -2350 nm with a bandwidth -40 nm.
In that wavelength region, the mirror reflectivities were
fairly constant, and ground-state absorption from Cr2+
appears to be nonexistent. We infer that even if ~SA
is non-zero, it is either sufficiently small or so
wavelength-insensitive that c - OESA remains peaked
at the peak of ~ itself. To explore the tuning range of
the ZnSe:Cr 2+ laser, a quartz-plate birefringent
tuner20 with up to 3 plates of thickness 1, 2, and 4 mm
was installed. This tuner design is probably not
optimum for this wavelength range, having been
developed for an alexandrine laser whose wavelength
and potential tuning range are both much smaller.
Lasing was obtained in three different filter orders. The
emission Iinewidth was reduced to -1 nm, and the
achievable tuning range was 2280-2530 nm. Attempts
to tune beyond these limits resulted in order hops.
Although the obtained tuning range represents 10% of
the center wavelength, we note that based on the cross
sections shown in Fig. 1, much wider coverage should
be possible. We ascribe the long-wavelength cutoff in
part to the decline in cavity mirror reflectivities.

Alternative laser material preparations
To improve laser performance, it is important to reduce
parasitic absorption losses at the laser wavelength
-2300 - 2500 nm, and we have begun to evaluate
various crystal-growth methods in our search for low-

Ioss material. So far, most of the laser testing has been
done with crystals grown by the Bridgman technique.
Inspection with a microscope shows that these samples
are not homogeneous, but have inclusions and/or voids
which are tentatively attributed to selenium-rich or
metal-rich precipitates .[20] In spite of this,
measurements of scatter losses at 1.06 pm give values
of only -10 % cm -1 (or -2% per round trip in a lmm
crystal, which is much less than the laser-test results of
10-2070 per round trip.) Evidently scatter losses do
not dominate the overall passive crystal 10SS.S

Table II. Laser performance of some ZnSe:Cr samples grown
with d!fferent methods (slope efficiencies obtained with 7.5%-
transmitting output coupler)

Growth Peak CrM absorption T (wee) ~(d) q (%)

technique eoeffkient (cm’1 )

9.6 8.7 0.3 23
SPVT 2.0 7.8 0.063 33

14 5.8 0.20 20

As Table II shows, two other growth techniques have
produced samples that Iase--seeded physical vapor
transport (SPVT)[21 ] and diffusion doping.[23] SPVT .
material appears so far to possess the best optical
quality and lowest loss, but doping to high Cr2+
concentration is not straightforward. Diffusion doping
appears promising because the starting material can be
either single-crystal, or fine-grained window material
available in very large pieces with low impurity
levels.[24] Adjustment of the diffusion time and
temperature gives control over the Cr2+ number
density, and mobility values have been tabulated for
some transition metals in various II-VI compounds.[25]
An open question, based on the different room-
temperature Cr 2+ emission lifetimes obtained, is the
spatial distribution of Cr2+ ions in the host lattice and
the propensity for clustering. The doping and annealing
processes occur at temperatures high enough to cause
selective evaporation and thus alteration of the host
stoichiometry, so that the production of defects is
likely. The crystal field near a defect could possess an
even larger non-centrosymmetric component than
would exist at a normal tetrahedral site, causing an
oscillator-strength increase and Iifetime decrease.
Alternatively, the Cr2 + dopants may dissolve in
clusters rather than isolated ions, or be deactivated via
energy transfer to an off - stoichiometric defect in the
lattice.

Discussion
Although we are introducing an entirely new class of
laser materials, 11-VI:Cr2+, it is nevertheless possible to
establish an understanding regarding possible regimes
of operation by noting the spectroscopic similarity to a
well-known system, Ti3 + :Al 203 (Ti-sapphire).As
Table III shows, there are many features in common.
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Table EI. CompAson of spectrwq ic propertiesof ll+apphke 8nd Z4f%C#

I I TPU.f,O. ZnSeC#

IUpper-levellifetim. I%o=)l 3191

Ffuo-e Au(ad) 4300 1700

Iinewidtb (RT)
a (nIn) m 1000

First of all, the lone d electron of Ti3+ in an octahedral
field exhibits a single E - T2 transition; only spin
doublets are present. Considering only the spin-
allowed transitions involving the quintet manifold,
Ck2+ in a tetrahedral field also manifests a single E - T2
transition. Both upper-level lifetimes are a few psec,
reflecting moderately - “allowed” transitions with
oscillator strerwths -10-. And in both cases the room-
temperature flu~rescence linewidth is -40% of the peak
fluorescence wavelength. Given all these similarities, it
is to be expected that 11-VI:Cr2+ lasers will be capable
of CW or high-repetition-rate operation, ultra~short
pulse production, and wide tunability. Since the
energy-storage lifetime is short, production of high-
energy pulses is expected to be more difficult.

Thermal and physical properties of 11-VI:Cr2 +
crystals must be taken into account when beginning a
laser design, so as to avoid fracture of the laser medium
and performance degradation due to thermal lensing.
The thermal conductivity and thermal shock parameter
for ZnS and ZnSe are better than those for YAG but not
as good as for sapphire. [26] Qualitatively, thermal
Iensing in the new 11-VI:TM2+ lasers will be more
noticeable than in dielectric-host solid-state lasers. but
less severe than in solvent-host (i.e. dye) lasers.
Medium- and high-average-power laser designs will
require thermal-lens compensation with zig-zag
slab[27] or other sophisticated resonator designs.

The predicted tunability of ZnSe:Cr2 + and
ZnS:Cr2+ lasers out to wavelengths as long as 3000 nm
is intriguing, and to reach their long-wavelength limits,
lasing at the -2350 nm peak must be suppressed. Long-
wavelength cavity mirror coatings and more-robust
tuning elements (e.g. diffraction gratings) should be
used. And for many purposes, especially remote
sensing, wavelengths beyond 3000 nm are desirable. It
is likely that additional hosts will be found whose
weaker crystal fields give even longer-wavelength
emission.

The possibility of creating a compact, rugged,
efficient, diode-pumped ZnSe:Cr2+ laser is clearly
apparent, since long-wavelength InGaAsP laser diodes
operating around 1800 nm are now available. [ 14]
Recent advances in heat-sinking technology, such as
microchannel coolers, [28] and in light concentration

with, for example, “lens ducts’’[29] have boosted the
available pump intensity into the range of several kW
cm ‘2. Such high intensities are not far below the Cr2+
saturation intensity -13 kW cm-2. In a resonator with a
modest Q factor, the circulating intensity could exceed
the saturation intensity by a substantial margin,
allowing for efficient power extraction and low
spontaneous-emission losses.

Conclusion
We have demonstrated a new class of laser materials,
based on tetrahedrally-coordinated Cr2 + ions as
dopants in II-VI crystals. They constitute the first
widely-tunable mid-IR lasers that operate at room
temperature. Key spectroscopic data relevant to the
understanding and engineering of these lasers are
presented here. Similarities with Ti-sapphire, a well-
known laser, were mentioned to establish a perspective
regarding the eventual Cr2+ - laser performance
regime. Pump threshold and slope-efficiency results
were interpreted to suggest that ESA is not significant,
but that crystal passive losses must be reduced in order
to create highly-efficient lasers. A 250 nm tuning range
near 2500 nm was described, with the prediction that
much wider coverage will soon be demonstrated. ZnS -
and ZnSe host material thermal and mechanical
properties, which will govern medium- and high-power
laser design, were briefly discussed, as were various
means of producing doped crystals. Prospects for
compact, diode-pumped Cr2+ lasers have been
addressed, with the expectation that such systems will
soon be realized.
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